
80mm Permeable Paving

50mm Bedding

100mm Type 3 Sub-base

100mm Formavoid
filled with Type 3

INLET - REMOTE DOWNPIPE RAINTAINA FILTER UNIT
where downpipe discharges outside of permeable paving

WASP04301 CATCHPIT Ø315mm
with Ø110mm spigots
By SEL 01254 589987

RTNA05001 RWP unit with
removable RBG filter cover
375mm X 375mm X 341mm deep
with Ø110mm spigot
By SEL 01254 589987

PVOD05101 Diffuser Unit
710mm X 710mm X 150mm deep
Ø110mm socket
with 2mm mesh surround
By SEL 01254 589987

80mm Permeable Paving

50mm Bedding

100mm Type 3 Sub-base

100mm Formavoid
filled with Type 3

TYPICAL DRIVE CONSTRUCTION

80mm Permeable Paving

50mm Bedding

100mm Type 3 Sub-base

100mm Formavoid
filled with Type 3

INLET - DOWNPIPE RAINTAINA FILTER UNIT
where downpipe discharges onto permeable paving

RTNA05002 RWP unit with
removable RBG filter cover
361mm X 361mm X 270mm deep
with Ø110mm spigot
By SEL 01254 589987

INLET - REMOTE DOWNPIPE WASP FILTER CHAMBER
where downpipe discharges outside of permeable paving

80mm Permeable Paving

50mm Bedding

100mm Type 3 Sub-base

100mm Formavoid
filled with Type 3

TYPICAL DRIVE CONSTRUCTION

PVOD05101 Diffuser Unit
710mm X 710mm X 150mm deep
Ø110mm socket
with 2mm mesh surround
By SEL 01254 589987

WASP Invert puddle flange; to provide
a rigid watertight pipe connection
through an impermeable liner
By SEL 01254 589987

PVOD05101 Diffuser Unit
710mm X 710mm X 150mm deep
Ø110mm socket
with 2mm mesh surround
By SEL 01254 589987

OUTLET - THROUGH DIFFUSER UNIT
sizing of diffuser unit to suit outflow critical

Outlet to drainage network

F-LowFlex 300
WASP light duty impermeable geomembrane

PVOD05002 - DIFFUSER 710x355x150;

SUDS01001 - CONTROFLOW 300 SERIES LEVEL INVERT

110mm DIAMETER SOCKET

OUTLET FROM MICRO-CATCHMENTS

PARKING BAY

SUDS01101 - CONTROFLOW 300 SERIES STEPPED INVERT

OUTLET FROM MICRO-CATCHMENTS

PARKING BAY

FORMATION LEVEL

F-LowFlex 300
WASP light duty impermeable geomembrane

F-LowFlex 300
WASP light duty impermeable geomembrane

F-LowFlex 300
WASP light duty impermeable geomembrane

WASP Invert puddle flange; to provide
a rigid watertight pipe connection
through an impermeable liner
By SEL 01254 589987

WASP Invert puddle flange; to provide
a rigid watertight pipe connection
through an impermeable liner
By SEL 01254 589987

WASP Invert puddle flange; to provide
a rigid watertight pipe connection
through an impermeable liner
By SEL 01254 589987

Max depth 1.2m from CL to SL

SUDS02005 - CONTROFLOW 500 SERIES LEVEL INVERT

OUTLET FROM MICRO-CATCHMENTS

PARKING BAY

WASP Invert puddle flange; to provide
a rigid watertight pipe connection
through an impermeable liner
By SEL 01254 589987

PVOD05002 - DIFFUSER 710x355x150;
160mm DIAMETER SPIGOT

PVOD05002 - DIFFUSER 710x355x150;
110mm DIAMETER SOCKET

SUDS02008 - CONTROFLOW 500 SERIES LEVEL INVERT

OUTLET FROM MICRO-CATCHMENTS

PARKING BAY

PVOD05002 - DIFFUSER 710x355x150;
160mm DIAMETER SPIGOT

Max depth 1.2m from CL to SL

Max depth 0.7m from CL to SL

Max depth 1.2m from CL to SL
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