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fl ow controls for all SuDS situations

The 750x600x450mm Stainless Steel Mesh 
SuDS Basket is used as an attractive pipe inlet 
or outlet within landscaped SuDS features 
such as swales, ponds and basins. It diffuses 
inbound and outbound fl ows, and conceals 
and protects the pipe. Each basket is supplied 
fl at with crimp clips (fi tted at 200mm 
centres), a stainless steel mesh pipe guard (to 
specifi ed pipe size) and a geotextile liner, for 
the sides and base (to prevent erosion), and 
lid (for temporary protection). It has a hinged 
lid for access and is designed to be fi lled with 
80mm - 150mm stone.* The pipe exit location 
is fl exible but should avoid the box hinge and 
can be determined on site depending on local 
requirements.

• Diffuse inbound or outbound fl ows    
for landscaped SuDS

• Attractive and low-maintenance
• Easy access for maintenance
• Ideally suited to 100mm pipe

Please specify:
• pipe diameter

Stainless Steel Mesh Basket 750x600x450mm

SUDS08401

* Stone infi ll
sold separately

Typical Applications – 100mm pipe inlet and outlet:

SUDS02005 - CONTROFLOW 500 SERIES UNIVERSAL
LEVEL INVERT

COVER AND FRAME TO ENGINEER/ARCHITECT SPECIFICATIONSUDS08401 - 750x600x450mm
STAINLESS STEEL MESH BASKET

SWALE/BASIN
1 IN 3 SLOPE

ANTI-EROSION SLABS
(IF REQUIRED)

SUDS08100 - 600x600x150mm
STAINLESS STEEL EROSION
CONTROL BASKET

GEOTEXTILE SURROUND

PIPE END GUARD

SWALE/BASIN

SUDS08401 - 750x600x450
STAINLESS STEEL MESH
BASKET

GEOTEXTILE SURROUND

PIPE END GUARD

SUDS02005 - 
CONTROFLOW 500
SERIES UNIVERSAL
LEVEL INVERT

COVER AND FRAME TO ENGINEER/ARCHITECT SPECIFICATION

1 IN 3 SLOPE

the sides and base (to prevent erosion), and 
lid (for temporary protection). It has a hinged 
lid for access and is designed to be fi lled with 
80mm - 150mm stone.* The pipe exit location 
is fl exible but should avoid the box hinge and 
can be determined on site depending on local 
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